
INSTALLING
MWellGX™ AIRTIGHT SEALS

ACCESSING 
INDIVIDUAL WELLS

Cuttable linkages for selective well access

Needle-puncturable design (if desired
over cuttable linkages)

Create custom seal layouts by trimming
into strips or sections

Reusable after autoclaving
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AUTOCLAVE
 

CONDITIONS

PRODUCT FEATURES
 (airtight seals)

Reusable up to 10 autoclave cycles

Place seals in an autoclave bag (optional)

Autoclave at 121°C for 20 minutes using
the Solid cycle setting

Allow seals to cool at room temperature
for at least 1 hour before use

SELECTIVE PLUG REMOVAL (recommended)

Cut the connecting linkages between
plugs using a scalpel or box cutter.

Remove the selected plugs carefully
to expose only the wells required for
your workflow

Remaining wells stay sealed and
protected

Puncture individual plugs with a needle
to access specific wells while maintaining
protection of surrounding wells. 

NEEDLE ACCESS (optional)

TIPS FOR BEST RESULTS
Press plugs sequentially from left to right (or right
to left) one column at a time for improved insertion
process

Verify plugs are fully engaged before incubation,
storage, or transport

Trim seals into strips, squares, and other shapes
when only a portion of a plate is required

MWellGX™
Airtight seals for microplates

Quick Start Guide

Airtight seals require a strong interference fit to create a reliable
seal. We recommend practicing the installation technique on an
empty ("dummy") plate before using the seals in an experiment.
The following steps demonstrate the installation of a single plug
(insertion time: 2-3 seconds)

Step 1 – Anchor the First
Corner
Press one corner of the plug
into the well. This corner acts
as an anchor while you
position the opposite corner.

Installing A Single Plug

Step 2 – Pull and Press the
Opposite Corner
Place your fingertip in the gap
between the four adjacent
plugs and hook the opposite
corner of the same plug. Pull
the plug slightly toward
yourself while applying
downward pressure so the
corner clears the well wall.

Step 3 – Complete the
Motion
Continue the same motion
from Step 2, pressing
downward until the entire
plug is fully seated in the
well.
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